SPLATT  EXTRA  Spray Paint Remover





SPRAY PAINT & BUILD UP REMOVER FOR BRICK, CONCRETE, PAINTED SURFACES, CERAMIC TILE, GLAZED TILE, VINYL, FIBERGLASS, PLEXI-GLASS, GLASS, MARBLE, FILE CABINETS, SCHOOL LOCKERS, CLOSED-CELL POLYETHYLENE PLAYGROUND EQUIPMENT, STOP SIGNS, SPEED LIMIT SIGNS, TRUCK AND BUS BODIES.


Non-Flammable          





DESCRIPTION  ____________________________________________________________________________________


	SPLATT removes spray paint from most surfaces as easily as wiping on and wiping off. In some cases it may be necessary to use a pressure washer to remove residue from pores of masonry and grout surfaces. A thorough rinse may be required for large areas.





DIRECTIONS


_____________________________________________________________________________________


	For most applications, apply with a rag or cloth, roller or paintbrush. Apply to surface to be cleaned. Let sit up to 15 minutes depending on the surface to be cleaned.  On smaller areas after application, using a 4-6” paintbrush, with brush in a  horizontal position, gently apply light pressure back and forth over the affected area. continue this for a 1-2 minutes, or until the paint is gone.  Agitate with a scrub pad, 1.5” wire brass brush, or a high-productivity stripping pad. Pressure rinse clean as needed. On larger areas apply with a hand held pump spray or a lawn and garden spray down wind on the surface to be cleaned, and let sit for up to 15 minutes. Agitate if possible and if needed Wipe dry where applicable, such as on playground equipment and plastic park and bench furniture. The use of a scrub pad may be needed to remove ink that has penetrated the surface. Rinse with water. Wear protective goggles and gloves, and wash hands and clothing if accidentally spilled. FOR OTHER INFORMATION SEE MSDS. Available in 6x1 gallon, 5-gallon pail and 55-gallon drum.


CAUTION POISON  CONTAINS METHANOL-DO NOT GET IN EYES OR INGEST. HARMFUL OR FATAL IF SWALLOWED. CANNOT BE MADE NON POISONESS.  CAN CAUSE BLINDNESS IF  SWALLOWED. WEAR PROTECTIVE GOGGLES & GLOVES WHEN USING THIS PRODUCT!    CORROSIVE


SPECIFICATIONS


___________________________________________________________________________


Specific gravity . . . . . . . . . . .1.07		Flash point . . . . . . . . . . . N/A		Health . . . . . . . . . .1


Density . . . . . . . . . . . . .9,00#/gal.		water solubility . . part soluble		Flammability . . . .  0


Boiling point . . . . . .  . . near 212F		color . . . . . . . . greenish  gold		Reactivity . . . . . . . 0


pH . . . . . . . . . . . . . . .        13+-.5     							Pers. Prot. . . . . . . . 1





BENEFITS


___________________________________________________________________________


User and environmentally friendly, rinses easily and fast.
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distributed  by:       National Maintenance


                              Westbury, NY


                               1-800-494-4794


                                   





                                                                                                                                                                                                                                                               


                                                                                                                           





                                         24 hr/7 day Emergency Number INFOTRAC 1.800.535.5053


