SSM


Stainless Steel & Fine Metal Maintainer





DESCRIPTION_____________________________________________________________________


 SSM is a novel, oil-in water clear emulsion that is designed to be used on freshly prepared stainless steel surfaces-both horizontal and vertical. SSM is the maintenance step of a 2 step process that is meant to return stainless steel restroom surfaces, architectural surfaces, elevators, escalators, people movers, foodservice kitchens.  Historically, stainless steel has been maintained with silicone, mineral oil or a combination thereof . SSM contains an unique oil-in water emulsion, that imparts  Nano-Film technology to protect stainless steel surfaces, yet impart a smooth finish that does not attract dust, dirt or airborne contaminants, that mar or dull stainless steel surfaces. SSM returns the beauty of stainless back to stainless


SSM can also be used on laminates, vinyl, fiberglass, polished stones and wood appliqué, for a streak free finish. 


on  applications. WILL NOT AFFECT FRESH CLEAR! 


DIRECTIONS_____________________________________________________________________


Apply under spray to  fresh, clean terri towel material.  Wipe with the grain of the stainless, not against. Apply in areas 8-12in x 24 in , to maintain consistency of finish. This may take up to 4-5 applications initially, especially if the KNAAK SSR step took this many times as well. Remember that in some cases you are taking off years of buildup, so it may take a few applications. If imperfections or buildup are difficult to remove, reapply KNAAK SSR as directed, then repeat step with SSM. Be careful so as not to have a buildup of overspray on floor surfaces. Wipe or mop up afterward.


The resultant finish will make the stainless look brand new, minus any scratches that may have occurred over years of use. REMEMBER-use clean terri material, turn often, and replace when soiled. 


SPECIFICATIONS___________________________________________________________________


Specific gravity . . . . . . . . . . 1.125		Flash point . . . none to boiling 		Health . . . . . . . . . .0


Density . . . . . . . . . . . . .8.60#/gal.		Water solubility . . . . complete		Flammability . . . . .0


Boiling point . . . . . .  . . near 212F		Color . . . . . . .  . .light .Orange	              Reactivity . . . . . . . 0


pH . . . . . . . . . . . . . . . . 9.5			Odor  : Bubblegum Non Scents		Pers. Prot. . . . . . .  .1


                                         


BENEFITS__________________________________________________________________________


User friendly	Non Butyl   	Rinses easily	 Biodegradable	Environmentally responsible		Corrosion Inhibited                                 


551                                                                                   Manufactured Under License  by:


For more information contact:                                          W.O.W! Brands Div. 


                                                                                          


							                                                  Tonawanda, NY   14150 USA


                                                                                         716.693.2465  


                                  24 hr. 7 days/week emergency number INFOTRAC 1.800.535.5053


______5 gal                    ________55gal                                      ________275 gal


