VINCE’S POT AND PAN DETERGENT (VPPD)

A highly concentrated pot and pan detergent for automatic and manual applications with a built-in drying agent, and a built-in anti-bacterial.”

DESCRIPTION

_____________________________________________________________________________________
VPPD is a specially designed pot and pan detergent for manual and automatic dish wash applications. VPPD has been developed for the food service and institutional food markets to make easy work out of normal, laborious, pot and pan, utensil, and equipment cleaning. The built-in drying agents and anti-bacterials allow for complete cleansing of all materials washed. This medium foaming, dispersant-performing compound has been designed to easily remove common food service and greasy soils, while being cost-effective for the bottom line. A 5-gallon pail of this material will provide 320 sink fulls of solution at 110-120F. Soak. Wash. Rinse thoroughly. Let dry. For baked on soils, Vince recommends using Baboom or VFC, in a soak mode or manual scrubbing cleaning, or to allow to soak in VPPD for 20 minutes or so in hot water prior to washing. Manual plate or glass washing is enhanced with the added drying agent right in the VPPD. Just wash, rinse thoroughly with no visible detergent residue, sanitize and dry.
DIRECTIONS

_____________________________________________________________________________________

FOR INSTITUTIONAL USE ONLY BY TRAINED PROFESSIONALS. Wear gloves when using this material. Corrosive. 

For sink or tank applications, fill 2/3 with hot water, add two ounces of VPPD, and fill slowly to fill line. Proceed in trained fashion wearing elbow length gloves. Rinse thoroughly. Sanitize if necessary, and let dry. If soils are hard to remove, follow soak procedure mentioned above. In automatic applications, hook up to feed line and run normal cycle. Can be used in hot or cold systems.

CORROSIVE MATERIAL!! WEAR GLOVES AND GOGGLES, use care when using this and all chemicals, AND KEEP OUT OF REACH OF CHILDREN. To be used in industrial settings only by trained personnel.

SPECIFICATIONS

___________________________________________________________________________

Specific gravity . . . . . . . . . . .1.01

Flash point . . . . . . . . . . .none

Health . . . . . . . . . .0

Density . . . . . . . . . . . . .8.68#/gal.







Flammability . . . . .0

Boiling point . . . . . .  . . near 212F







Reactivity . . . . . . . 0

pH . . . . . . . . . . . . . . . . .10.9-11.5







Pers. Prot. . . . . . . . 1
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For more information contact:




                                                                                W.O.W! Brands Inc.
                                                                                                 560 River Road
                                                                                                North Tonawanda, NY 14120  USA

